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ABSTRACT

In this contribution, we report the development of ultrafast electron microscopy (UEM) with atomic-scale real-, energy-, and Fourier-space
resolutions. This second-generation UEM provides images, diffraction patterns, and electron energy spectra, and here we demonstrate its
potential with applications for nanostructured materials and organometallic crystals. We clearly resolve the separation between atoms in the
direct images and the Bragg spots/Debye −Scherrer rings in diffraction and obtain the electronic structure and elemental energies in the
electron energy loss spectra (EELS) and energy filtered transmission electron microscopy (EFTEM).

The development of four-dimensional (4D) ultrafast electron
microscopy and diffraction has made possible the study of
structural dynamics with atomic-scale spatial resolution (so
far in diffraction) and ultrashort time resolution.1 The scope
of applications is wide-ranging, with studies spanning
diffraction of isolated structures in reactions (gas phase),
nanostructures of surfaces and interfaces (crystallography),
and imaging of biological cells and materials undergoing
first-order phase transitions.2-12 Typically, for microscopy
the electron was accelerated to 120 keV and for diffraction
to 30 keV, respectively, and we had to address the issues of
group velocity mismatch, in situ clocking (time zero) of the
change, and frame referencing.1,3 One powerful concept
implemented is that of “tilted pulses”, which allow for the
optimum resolution to be reached at the specimen.13

For ultrafast electron microscopy (UEM), the concept of
“single-electron” imaging is fundamental.14 The electron
packets, which have a well-defined picometer-scale de
Broglie wavelength, are generated in the microscope15 by
femtosecond optical pulses (photoelectric effect) and syn-
chronized with other optical pulses to initiate the change in
a temperature jump or electronic excitation. Because the
number of electrons in each packet is one or a few, the
Coulomb repulsion (space charge) between electrons is
eliminated and the temporal resolution reaches the ultimate,
that of the optical pulse. The excess energy above the work
function determines the electron energy spread and this can
be minimized by tuning the photon energy. The spatial
resolution is then only dependent on the total number of
electrons because for each packet the electron “interferes with
itself” and a coherent buildup of the image is achievable.* Corresponding author. E-mail: zewail@caltech.edu.

VOLUME 7, NUMBER 9, SEPTEMBER 2007

© Copyright 2007 by the American Chemical Society

10.1021/nl071369q CCC: $37.00 © 2007 American Chemical Society
Published on Web 07/10/2007



The coherence volume, given by14

establishes that the degeneracy factor is much less than one
and that each Fermionic electron is independent, without the
need of the statistics commonly used for Bosonic photons.
The volume is determined by the values of longitudinal and
transverse coherences;Vc is on the order of 106 nm3 for
typical values ofR (distance to the source),a (source
dimension),Ve (electron velocity), and∆E (energy spread).
Unlike the situation in transmission electron microscopy
(TEM), coherence and image resolution in UEM are thus
determined by properties of the optical field, the ability to
focus electrons on the ultrashort time scale, and the opera-
tional current density. For both “single electron” and “single
pulse” modes of UEM, these are important considerations
for achieving the ultimate spatiotemporal resolutions for
studies of materials and biological systems, and the question
becomes: with ultrashort packets of electrons, can we
achieve atomic-scale spatial resolution in images?

In this letter, we report our first atomic-scale resolution
in real-spaceimaging achieved in Caltech’s second-genera-
tion ultrafast electron microscopy (UEM2) laboratory. With
UEM2, which operates at 200 keV (λde Broglie) 2.5079 pm),
we also report energy-space (electron energy loss spectros-
copy, EELS) and Fourier-space (diffraction) patterns of
nanostructured materials. The apparatus can operate in the
scanning transmission electron microscope (STEM) mode
and is designed to explore the vast parameter space bridging
the gap between the two ideal operating modes of single-
electron and single-pulse imaging. With these features, UEM
studies provide new limits of resolution, image mapping, and
elemental analysis. Here, we demonstrate the potential by
studying gold particles and islands, boron nitride crystallites,
and organometallic phthalocyanine crystals.

Figure 1 displays the conceptual design of UEM2, which,
as with the first generation (UEM1), consists of a femto-
second laser system and an electron microscope modified
for pulsed operation with femtosecond electron packets. The
laser in this case is a diode-pumped Yb-doped fiber oscillator/
amplifier (Clark-MXR; in development), which produces
ultrashort pulses of up to 10µJ at 1030 nm with variable
pulse width (200 fs to 10 ps) and repetition rate (200 kHz to
25 MHz). The output pulses pass through two successive
nonlinear crystals to be frequency doubled (515 nm) and
tripled (343 nm). The harmonics are separated from the
residual infrared radiation (IR) beam by dichroic mirrors,
and the frequency-tripled pulses are introduced to the
photocathode of the microscope for generating the electron
pulse train. The residual IR fundamental and frequency-
doubled beams remain available to heat or excite samples
and clock the time through a computer-controlled optical
delay line for time-resolved applications.

The electron microscope column is that of a designed
hybrid 200 kV TEM (Tecnai 20, FEI) integrated with two
ports for optical access, one leading to the photocathode and
the other to the specimen.15 The field emission gun (FEG)
in the electron-generation assembly adapts a lanthanum hexa-

boride (LaB6) filament as the cathode, terminating in a conic-
al electron source truncated to leave a flat tip area with a
diameter of 16µm. The tip is located in a field environment
controlled by suppressor and extractor electrodes. The gun
can be operated as either a thermal emission or a photo-
emission source.

The optical pulses are guided to the photocathode as well
as to the specimen by a computer-controlled, fine-steering
mirror in an externally mounted and X-ray-shielded periscope
assembly. Each laser beam can be focused to a spot size of
<30µm full width at half-maximum (fwhm) at its respective
target when the beam is expanded to utilize the available
acceptance angle of the optical path. Various pulse-energy,
pulse-length, and focusing regimes have been used in the
measurements reported here. For all UEM measurements,
the cathode was heated to a level below that needed to
produce detectable thermal emission, as detailed below, and
we obtained images using both the TEM and the UEM mode
of operation.

For applications involving EELS and energy filtered
transmission electron microscopy (EFTEM), we used the
Gatan imaging filter (GIF) Tridiem, of the so-called post-
column type, attached below the camera chamber. The GIF
accepts electrons passing through an entrance aperture in the
center of the projection chamber. The electron beam passes
through a 90° sector magnet, as shown in Figure 1, which
bends the primary beam through a 10 cm bending radius
and thereby separates the electrons according to their energy
into an energy spectrum. An energy resolution of 0.87 eV
was measured for the EELS zero-loss peak in thermal mode
operation of the TEM. A retractable slit is located after the
magnet followed by a series of lenses. The lenses restore
the image or diffraction pattern at the entrance aperture, and
finally it can be recorded on a charge-coupled device (CCD)
camera (UltraScan 1000 FT) at the end of the GIF with the
Digital Micrograph software. The digital camera uses a
2048 × 2048 pixel CCD chip with 14µm square pixels.
Readout of the CCD is done as four independent quadrants
via four separate digitizing signal chains. This 4-port readout
camera combines single-electron sensitivity and 16-bit pixel
depth with high-speed sensor readout (4 Mpix/s).

Additionally, for scanning transmission electron micros-
copy (STEM), the UEM is equipped with a bright-field (BF)
detector with a diameter of 7 mm and an annular dark-field
(ADF) detector with an inner diameter of 7 mm and an outer
diameter of 20 mm. Both detectors are located in the near-
axis position underneath the projection chamber. The BF
detector usually collects the same signal as the TEM BF
image, i.e., the transmitted electrons, while the ADF detector
collects an annulus at higher angle where only scattered
electrons are detected. The STEM images are recorded with
the Tecnai Imaging and Analysis (TIA) software.

To observe the diffraction pattern, i.e., the back focal plane
of the objective lens, we inserted a selected area aperture
into the image plane of the objective lens, thus creating a
virtual aperture in the plane of the specimen. The result is a
selected area diffraction (SAD) pattern of the region of
interest only. Adjustment of the intermediate and projector

Vc ) λde Broglie
2 (R/a)2Ve(h/∆E)
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lens determines the camera length. Diffraction patterns are
processed and analyzed for crystal structure determination.

Several key features realized in the new UEM2 machine
are worth emphasizing. First, the high repetition rate ampli-
fied laser source allows us to illuminate the cathode with
343 nm pulses of energies above 500 nJ compared with
typical values of 3 nJ near 380 nm for UEM1. Thus, we are
able to deliver a level of average optical power for electron
generation comparable to that of UEM1 operating at 80 MHz,
but at much lower repetition rates. The pulse energy available
in the visible and IR beams is also at least 2 orders of
magnitude greater than for UEM1, allowing for exploration
of a much greater range in the choice of sample excitation
conditions.

Second, the hybrid 200 kV FEG, incorporating an extrac-
tor/suppressor assembly providing an extractor potential of
up to 4 kV, allows higher resolving power and greater

flexibility and control of the conditions of electron genera-
tion. Third, with simple variation of optical pulse width, we
can control the temporal and spatial resolution depending
on the requirements of each experiment. Fourth, with
variation of spacing between optical pulses without loss of
pulse energy, we can explore a wide range of samples,
allowing them to fully relax their energy after each excitation
pulse and rewind the clock precisely; with enough electrons,
below the space-charge limit, single-pulse recording is
possible. Finally, by the integration of the EELS spectrom-
eter, our new machine is empowered with energy resolution
in addition to the ultrafast time resolution and atomic-scale
space resolution.

In what follows, we present results demonstrating the
capabilities of UEM2 in three areas: real-space imaging,
diffraction, and electron energy resolution. We first discuss
the images recorded in the UEM mode, of gold particles and

Figure 1. Conceptual design of Caltech’s UEM2. A schematic representation of optical, electric, and magnetic components are displayed.
The optical pulse train generated from the laser, in this case having a variable pulse width of 200 fs to 10 ps and a variable repetition rate
of 200 kHz to 25 MHz, is divided into two parts, after harmonic generation, and guided toward the entries of the designed hybrid electron
microscope. The frequency-tripled optical pulses are converted to the corresponding probe electron pulses at the photocathode in the hybrid
FEG, whereas the other optical pump beam excites (T-jump or electronic excitation) the specimen with a well-defined time delay with
respect to the probe electron beam. The probe electron beam through the specimen can be recorded as an image (normal or filtered, EFTEM),
a diffraction pattern, or an EEL spectrum. The STEM bright-field detector is retractable when it is not in use. See the text for details.

Nano Lett., Vol. 7, No. 9, 2007 2547



gold islands on carbon films. Panels a and d of Figure 2
show gold particles of uniform size dispersed on a carbon
film. From the higher magnification image of Figure 2d,
corresponding to the area indicated by the black arrow in
Figure 2a, it is found that the gold particles have a size of
15 nm, and the minimum particle separation seen in the
image is 3 nm. It should be noted that panels b and e of
Figure 2 were recorded under identical conditions to panels
a and d of Figure 2, respectively, but without cathode
irradiation by the femtosecond laser pulses. No images were
observed, demonstrating that nonoptically generated electrons
from our warm cathode were negligible. Similar background

images with the light pulses blocked were routinely recorded
and checked for all cathode conditions used in this study.
The waffle (cross line) spacing of the cross-grating replica
(gold islands) seen in Figure 2c is known to be 463 nm.
The gold islands are observed in Figure 2f, where the bright
regions correspond to the amorphous carbon support film
and the dark regions to the nanocrystalline gold islands. It
is found that the islands may be interconnected or isolated
depending on the volume fraction of the nanocrystalline
phases.

To test the high-resolution capability of UEM by means
of phase contrast imaging, we investigated an organometallic

Figure 2. UEM images obtained with ultrafast electron pulses. Shown are gold particles (a,d) and gold islands (c,f) on carbon films. UEM
background images (b,e) obtained by blocking the photoelectron-extracting femtosecond laser pulses. For the UEM images of gold particles, we
used the objective (contrast) aperture of 40µm to eliminate diffracted beams, while no objective aperture was used for the gold-island images.

Figure 3. High-resolution, phase-contrast UEM images. Shown are the image (a) and digital diffractogram (b) of an organometallic crystal
of chlorinated copper phthalocyanine. The diffractogram was obtained by the Fourier transform of the image in (a). The high-resolution
image was taken near the Scherzer focus for optimum contrast, which was calculated to be 90.36 nm for a spherical aberration coefficient
Cs of the objective lens of 2.26 mm. The objective aperture was not used.
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compound, chlorinated copper phthalocyanine (hexade-
cachlorophthalocyanine, C32Cl16CuN8).16 The major spacings
of lattice fringes of copper of this molecule in projection

along thec-axis are known to be 0.88, 1.30, and 1.46 nm,
with atomic spacings of 1.57 and 1.76 nm.17 Figure 3a exhib-
its the lattice fringes observed by UEM, where the black

Figure 4. High-resolution, phase-contrast UEM image and structure of chlorinated copper phthalocyanine. The high-resolution image (a)
is a magnified view of the outlined area in Figure 3a. The representation of the crystal structure (b) is shown in projection along the
c-axis,17 and the assignment of the copper planes observed in (a) is indicated by the gray lines. The red spheres are the copper atoms.

Figure 5. UEM images and electron diffraction patterns. Shown are images and measured and calculated electron diffraction patterns of
gold islands (a-c) and boron nitride (BN) (d-f) on carbon films. The incident electron beam is parallel to the [001] direction of the BN.
All diffraction patterns were obtained by using the selected-area diffraction (SAD) aperture, which selected an area 6µm in diameter on
the specimen. Representative diffraction spots and rings were indexed as indicated by the arrowheads.
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lines correspond to copper layers parallel to thec-axis. The
Fourier transform of Figure 3a is shown in Figure 3b,
discussed below, and the clear reciprocity (without satellite
peaks in the F.T.) indicates the high degree of order in crystal
structure.

Figure 4a is an enlargement of the area outlined in
Figure 3a, clearly showing the lattice fringe spacing of 1.46
nm, corresponding to the copper planes highlighted in gray
in Figure 4b in which a unit cell is shown in projection along
the c-axis. It is known that, in high-resolution images, the
lattice fringes produced by the interference of two waves
passing through the back focal plane, i.e., the transmitted
and diffracted beams, are observed only in crystals where
the lattice spacing is larger than the resolution of the TEM.18

In the profile inset of Figure 4a, it should be noted that the
fwhm was measured to be less than 7 Å, directly indicating
that our UEM has the capability of subnanometer resolution.

The digital diffractogram obtained by the Fourier transform
of the observed high-resolution image of Figure 3a is shown
in Figure 3b. In the digital diffractogram, the peaks represent
the fundamental spatial frequency of the copper layers
(0.69 nm-1) and higher harmonics thereof. A more powerful
means of obtaining reciprocal-space information such as this
is the direct recording of electron diffraction, also available
in UEM. Figure 5 shows measured and calculated electron

diffraction patterns of gold islands and boron nitride (BN)
on carbon films, along with the corresponding real-space
images of each specimen, all recorded by UEM. In
Figure 5b, the electron diffraction patterns exhibit Debye-
Scherrer rings formed by numerous diffraction spots from a
large number of face-centered gold nanocrystals with random
orientations. The rings can be indexed as indicated by the
white arrowheads. The diffraction pattern of BN in
Figure 5e is indexed by the hexagonal structure projected
along the [001] axis, as shown in Figure 5f. It can be seen
that there are several BN crystals with different crystal
orientations besides that responsible for the main diffraction
spots indicated by the white arrowheads.

To explore the energy resolution of UEM, we investigated
the BN specimen in detail by EELS and EFTEM. Figure 6
shows a zero-loss filtered image (a), boron K-edge mapping
image (b), thickness mapping image (c), and the correspond-
ing EEL spectrum (d). The boron map was obtained by the
so-called three-window method.19 In the boron map of
Figure 6b, image intensity is directly related to areal intensity
of boron. In the thickness map of Figure 6c, the brightness
increases with increasing thickness:d ) λ(â) ln(It/I0), where
λ is the mean free path for inelastic scattering for a given
collection angleâ, I0 is the zero-loss (ZL) peak intensity,
and I t is the total intensity. The thickness in the region

Figure 6. Energy-filtered UEM images and spectrum. A zero-loss filtered image (a), boron K-edge mapping image (b), thickness mapping
image (c), and electron energy loss (EEL) spectrum (d) of the boron nitride (BN) sample. We used the 5.0 and 1.0 mm entrance aperture
for mapping images and EEL spectrum, respectively. The thickness at the point indicated by the asterisk in (b) is estimated as 41 nm. ZL
stands for zero-loss.
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indicated by the asterisk in Figure 6c was estimated to be
41 nm. In the EEL spectrum of Figure 6d, the boron K-edge,
carbon K-edge, and nitrogen K-edge are observed at the
energy of 188, 284, and 401 eV, respectively. In the boron
K-edge spectrum, sharpπ* and σ* peaks are clearly visible.
The carbon K-edge spectrum is considered to result from
the amorphous carbon film due to the existence of small and
broad peaks at the positionπ* and σ*, being quite different
from spectra of diamond and graphite.

With the new capabilities of UEM2, we can now study
structural dynamics, as with UEM1,1,9,11 but with the new
energy and spatial resolution achieved here. Specimens will
be excited in a T-jump or electronic excitation by the
femtosecond laser pulses (Figure 1) scanned in time with
respect to the electron packets, which will probe the changes
induced in material properties through diffraction, imaging,
or electron energy loss in different energy regions, including
that of Compton scattering. We also plan to explore the
STEM feature in UEM, particularly the annular dark-field
imaging, in which compositional changes are evident in the
contrast (Z contrast). Such images are known to offer
advantages over high-resolution TEM (relative insensitivity
to focusing errors and ease of interpretation20). Electron
fluxes will be optimized either through changes of the
impinging pulse fluence or by designing new photocathode
materials. In this regard, with higher brightness, we should
be able to reach the subangstrom regime at 300 keV. The
potential for applications in materials and biological research
is evidently rich.
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